* All components are non sparking and non magnetic.
* Exposed components are plastic and do not conduct electicity.
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L3R L3B
STEEL BODY PADLOCKS

* Reinforced lominated steel construction.

* [deal when locks may be subjected to physical abuse.

* Six available colours for segmentation by depariment.

* Complete range of 4-pin fumbler cylinder (1,400 key
changes) avaiable.

* AVAILABLE IN RED, YELLOW, BLUE, GREEN AND BLACK.
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CODES
1": LH1
1-1/2": LH2
SAFETY LOCKOUT HASP
* Keeps equipment inoperative vhile repairs or
adjustments are made.

* Altach device to energy disconnect switch,

* Control cannot be tumed on unti last worker’s
padlock is removed.

* Insuloted with bright red vinyl coating.

* Heavy gouge steed resists prying.

* Two jow diometers avaiable 1o fit all applications.

* AVAILABLE IN 2 SIZES 1" and 1-1/2" Diameter Jaws

SNAP ON HASP

* Features an easy 1o apply “snap on”
advantage with its spring loaded
locking arm.

* Fits more lockout points than
altemative rivel hinge labeled hasps.

* Ancdised aluminium and stainless
steel construction for combined
corrosion resistance and strength,

* Up 1o 5 workers can apply ther
personal safety locks.

ALL LOCKS CAN BE
KEYED DIFFERENTLY
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(Temperature range -46 Cto +177 C)

* AVAILABLE IN LGV (25-76mm) OR LGV2 (50-127mm)
Other sizes available upon request up to 330mm.

LHV LHVR  LHVB LHVY LHVG LHVO

HIGH VISIBILITY ALUMINIUM PADLOCKS

* Availlable in six vicrant colours for easy leckout customization,
* Baked on powder coated finish stays bright.

* Ideal for corosve and tough environments.

* Rekeyable bodies for easy key system maintenance.

* Hardened shackles for superior resistance fo cutting.

XENOY LIGHTWEIGHT SAFETY LOCKOUT PADLOCKS

* Designed by Safety Directors specifically for OSHA lockout compliance.
* Durable, lightweight, non conductive Xenoy lock body.

* Customize on - site with permanent write on labels.

* Complicnce with OSHA cne employee, cne lock, cne key directive.

* High securty, reserved for safety cylinder - up te 100,000 key changes.
* Key retaining - ensures that padiocks are not left unlocked,

* AVAILABLE IN 44mm BLACK, YELLOW, RED, BLUE AND GREEN

DESIGNED FOR LOCKOUT/TAGOUT

__NEW DESIGN

CIRCUIT BREAKER LOCKOUTS

* Secure and simple mounting, grips tight vith a
simple thumb tum and clamping handle

* Narrow profile permit side by side breaker
lockout

* Powder coated steel allows operation in harsh
environments

* Code: LC1B
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